Bingera Drive is located at the Port of
Brisbane and required upgrading to
Transport Main Roads standards. As
this road was a key connector at the
Port of Brisbane it was imperative that
traffic management was optimised. A
traffic management strategy was
developed which included provision for
four VMS signs so works and directions
could be clearly communicated to the
public.

The existing road was profiled in order
to create a more optimal grade.
Stormwater pipe was installed and
stormwater structures developed. Kerb
and channel was installed along the
shoulder and gravel crossovers were
upgraded to concrete. Bituminous
emulsion was used on asphalt in good
condition, SAMI Seal S25E applied in
areas in poor condition, and AMCOO
prime was applied to new roadbase
areas. Asphalt pavement designs were
specified for different sections of the
road, which mainly consisted of 50mm
AC14 for general surface and 100mm
of AC14M in high impact areas.

Bingera Drive Upgrade
Port of Brisbane
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Sheet

Client:
PPQ for Port of Brisbane

Project Location:
Port of Brisbane

Contract Value:
$742,000+

Year completed:
2020

Scope:

Erosion and Sediment Control
Bulk Earthworks
Culvert Installation
Services Relocation
Asphalt Profiling
Kerb and Channel
Roadbase Installation
2-Coat Seal

Asphalt

Concrete crossovers
Guardrail Installation
Road Signage

Road Furniture

Complex traffic control
Landscaping
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