Civcorp was contracted by CPB
Contractors to lay over 4km of
reinforced concrete stormwater
pipe ranging from 300mm up to
2100mm. Various stormwater
structures were required including
over 150 gully pits, as well as larger
access chambers. Some of these
structures were originally designed
to be precast, however Civcorp
were able to pour many of these
structures in situ in order to ensure
the project progressed on time.

There were also a number of
custom structures including
headwalls cast in situ. The project
also connected into some existing
stormwater infrastructure, and thus
custom pipe bandages at joints
were required.

Civcorp ensured throughout the
project that works were conducted
to TMR standards. This required all
works to be of high quality, this was
ensured by utilising quality
assurance processes such as pipe
CCTV of all stormwater lines.

CPB

P
1/101E -> 9/101
Logan Motorway Drewvale

tart node, grated inlet pit, Nodename:
eneral Comments Started in pipe due to step up
= T [ . Ty

2018-06-148 14:27:28

450

Concrete pipe
"

Logan Enhancement Project ff’}\'

CIVCORP

Project Data
Sheet

Client:
CPB Contractors
(for Transurban Queensland)

Project Location:
Logan Motorway

Contract Value:
$1,850,000+

Year completed:
2019

Scope:

Stormwater Pipe

Stormwater Pits

Stormwater Headwalls

Channel Drains

Mix of precast and poured in situ
structures

Complex site with limited space
Works to TMR Standard
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